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this  is  Q  r 


. .  .  told  in  the  details  that  comprise  the  famous 
ARCADIA  products. 

This  year  Arcadia  proudly  introduces  Series  102,  an  ALL- 
NEW  door  with  unusual  advantages  to  architect,  builder 
and  ultimate  user.  Co7nplete  mformation  on  this  radically- 
different  door  begins  on  the  opposite  page. 

Also,  this  year,  Arcadia  debuts  its  WINDOW  WALL,  a  log¬ 
ical  development  of  the  basic  engineering  that  Arcadia  has  — 
for  ten  years  —  made  a  standard  of  the  construction  industry. 

ARCHITECTURAL  ENGINEERING  SERVICE 

Arcadia  maintains  a  complete  in-plant  Engineering  staff  ex¬ 
perienced  in  working  with  architects  and  builders.  There  are 
full  facilities  for  the  designing  of  custom  adaptations  to  meet 
special  requirements,  including  those  of  overseas  installations. 
Whether  entirely  new  —  or  repeated  because  of  solid  accept¬ 
ance  —  all  Arcadia  products  are  constantly  reviewed,  re-en¬ 
gineered  and  field-proved  to  the  exacting  standards  set  by  the 
architects  and  builders  of  America’s  finest  structures. 


RESEARCH  —  DESIGN  —  DEVELOPMENT 

To  assure  practical  application  is  the  task 
of  the  Arcadia  Research,  Design  and 
Development  Group  whose  ac-  , 

tivities  range  from  market  analysis  | 

to  basic  material  investigation  '■ 

and  full-scale  testing  under  ; 

field  conditions.  From  these  tests  > 

are  developed  the  Products 
and  Architectural  Specifi¬ 
cations  contained  in  these  pages. 


ALUMINUM  SLIDING  DOORS 

For  Single  Glazing 
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STEEL  SLIDING  DOORS 
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presents  a  new  concept  in 
sliding  glass  doors 


Architects  and  builders  will  welcome  Arcadia’s  Series  102  for  its  remark¬ 
able  versatility  and  amazing  performance.  The  102  offers  brand-new 
engineering  . . .  opportunities  for  unusual  applications ...  and  economies 
in  initial  cost  and  installation.  These  pages  detail  outstanding  features  of 
the  industry’s  only  truly  modern  door . . .  another  “first”  by  Arcadia; 


Weather-proofing 
Ultra-quiet  Performance 
Shop  Glazing 
Precision  Adjustment 


J'm-Proof  Latch 
Hand-grip  Hardware 
Inside  Screen 
Installation  Protection 
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ALUMINUM  SLIDING  DOOR 


XO  ox  OLXO  oxxo 


Elevations  from  exterior  Not  to  scale 


DETA^ILT 

Scale:  3"  =  I'  -  0";  (Full  Scale  details  available) 


A  SIMILAR  MODEL -SERIES  104 -TAKES  %"  INSULATING  GLASS 


ip  tcir  It  ATiONS 


iia.EC 

:.  GENERAL  Sliding  Aluminum  Framed  Doors  shall  be  Arcadia  Series 
102  Sliding  Aluminum  Doors  as  manufactured  by  Arcadia  Metal  Products, 
801  South  Acacia  Avenue,  Fullerton,  California. 

2.  lA'^ERIAL:  Basic  frame  and  sliding  sections  shall  be  aluminum 
extrusions  of  6063-T5  alloy.  Minimum  metal  thickness  shall  be  0.072". 
Component  parts  and  accessories  shall  be  of  aluminum  alloy,  stainless 
steel  or  non-metallic  materials  which  will  neither  deteriorate  nor 
promote  corrosion. 

Weatherstripping  shall  be  either  dense,  silicoted,  fungus  mildew  and 
moth  resistant  wool  pile  or  pliable  neoprene. 

3.  CONSTRUCTION-  Interlockers  and  stile  members  shall  be  of  one 
piece  hollow  sections  of  adequate  stiffness  to  insure  strength  and 
rigidity.  Frame  and  panel  members  shall  be  accurately  cut  and  upon 
assembly  present  a  neat  finished  appearance  and  watertight  joint. 
Interlockers  shall  provide  mechanical  interlock  to  maintain  fit  and 
seal  of  the  weatherstripping.  The  outside  sliding  panel  when  in  a  locked 
position  shall  not  be  removable  from  the  outside.  The  sliding  and  fixed 
panels  shall  be  removable  for  glazing  or  maintenance.  Sliding  panel 
shall  be  bottom  rolling  on  nylon  sheaves  having  sealed  ball  bearings. 
Track  shall  be  extruded  black  weather  resistant  light  stabilized  nylon. 
Sill  member  shall  provide  for  adequate  drainage  to  the  outside.  Sliding 
panel  shall  be  equipped  with  adjustable  sheave  at  each  end  to  allow  for 
alignment  of  the  sliding  panel  with  the  frame. 

LATCHES:  Sliding  panels  shall  be  equipped  with  a  rotary-type  self¬ 
latching  latch  with  provision  for  locking  from  the  inside.  When  specified 
exterior  locks  shall  be  Schlage  five  pin  cylinder. 

All  aluminum  members  of  the  unit  shall  receive  a  satin 


finish  Alumilite  coating  according  to  Aluminum  Company  of  America 
Specification  204-Rl. 

GL  Np  The  fixed  and  sliding  panels  shall  be  constructed  to  allow 
for  either  shop  or  field  glazing.  Neoprene  glazing  channels  for 
^2"  or  glass  shall  be  furnished  as  specified. 

7  S  iUCTURAL  All  door  members  shall  be  capable  of  supporting  with¬ 
out  deformation  a  uniformally  distributed  exterior  load  of  20  pounds  per 
square  foot  of  the  glazed  surface. 

8.  :-'AT  ERTIGKT  lESS  The  door  shall  be  so  constructed  and  weather- 
sealed  that  the  air  infiltration  shall  not  exceed  0.75  cubic  feet  per 
minute  per  foot  of  sliding  panel  perimeter  when  the  full  sized  unit  is 
subjected  to  an  external  pressure  of  1.6  pounds  per  square  foot,  or 
the  dynamic,  pressure  of  a  25  mile  per  hour  wind. 

A  full  size  unit  when  tested  for  a  15  minute  period  in  a  simulated  rain¬ 
fall  of  2  inches  of  water  per  hour  and  subjected  to  a  45  mile  per  hour 
wind  or  a  H-inch  pressure  differential  between  the  inside  and  outside 
of  the  unit,  shall  allow  no  infiltrated  water  to  overflow  any  part  of  the 
sill  on  the  interior  face  of  the  unit. 

S“RE."N^  Basic  screen  sections  shall  be  of  6063-T5  alloy  extruded 
aluminum  sections  with  a  minimum  metal  thickness  of  0.050".  Sliding 
screens  for  Series  102  Doors  shall  be  bottom  rolling  on  adjustable  nylon 
sheaves  operating  on  nylon  bushings.  Top  of  screen  shall  be  equipped 
with  spring  loaded,  nylon  guide  rollers.  Screen  frame  members  shall  be 
accurately  cut  and  assembled  to  form  neat,  rigid  corners.  Frame  shall 
be  wired  with  14  x  18  gauge  Fiberglas  mesh  or  14  x  16  gauge  Aluminum 
wire  mesh,  as  specified.  A  wool  pile  or  neoprene  insect  closure  shall  be 
provided  on  the  trailing  stile  of  the  screen  frame.  The  screen  shall  be 
equipped  with  inside  and  outside  pulls  of  solid  aluminum  extrusions  and 
a  self-latching  rotary  type  latch  which  can  be  locked  from  the  inside. 
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ALUMINUM  SLIDING  DOOR 


STO«'  TYPES  and  SCZES 

CONTINUOUS  HEAD  AND  SILL 


DOORS  VIEWED  FROM  OUTSIDE 

TYPE 

DOOR  SIZE 
H=6'-8%" 
WIDTH 

CATALOG  NUMBER 
>  Series  -  Type  -  Size 

GLASS  SIZE 
hK=76" 
WIDTH 

SHIPPING 

WEIGHT 

(lbs.) 

6'-  0%" 

8'-  OVb" 

10'-  0^" 

102-X0-106 

102-X0-108 

102-X0-1 10 

34" 

46" 

58" 

54 

62 

70 

XO 

6'-  0%" 

8'-  OVb" 

10'-  OVb" 

102-0X-106 

102-0X-108 

102-0X-1 10 

34" 

46" 

58" 

54 

62 

70 

— 

OX 

. 

OLXO 

H'-IV/b" 

102-0LX0-1 12 

46" 

86 

11'-  11%" 

15'-  11%" 

102-0XX0-1 12- 

102-0XX0-1 16 

, 

■ 

34" 

46" 

102 

117 

OXXO 

Recommended  rough  openings  for  frame  construction:  Add 
'/a  inch  to  the  height  and  width  dimensions 


CUSTOM  SIZES  Custom  sizes  of  Types  XO,  OX,  OLXO  and  OXXO  are  manufactured  to  order. 

No  other  types  are  offered-  When  ordering  custom  size  doors  specify 
exact  width  and  height  desired.  Size  limits  for  all  types  are  listed  below: 


Height,  Max.:  Exposed  Locations . 

Protected  Courtyards,  etc 

Width  of  Sliding  Panel,  Max . 

Sliding  Panel  Height/Width  Ratio,  Max... 
*Requires  Engineering  approval. 


.’RECISION  ADJUSTME^^' 

Not  one,  but  two,  adjustable  sheaves  in  every  sliding 
panel  assure  best  possible  panel  alignment.  By  removing 
simple  rubber  plugs,  sheaves  are  immediately  accessible, 
and  can  be  adjusted  with  an  ordinary  screw  driver. 
Panels  do  not  have  to  be  removed  from  frame. 


8'  -  0" 
8'  -  6"* 
8'  -  0" 

3  :  1 
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Architects  will  discover  that  Series  102  permits  new  free¬ 
dom  of  design.  The  unique  inside  screen  does  away  with 
extraneous  outside  sight  lines;  the  alumilited  satin-finish 
provides  a  handsome  appearance.  The  perfect  perform¬ 
ance  and  weather  proofing  of  every  door  will  provide 
the  satisfaction  of  recommending  a  fine  product. 


Arcadia’s  rotary  latch,  first  of  its  kind 
in  the  field,  is  jam  proof;  and  doors 
lock  with  a  simple  flick  of  the  oper¬ 
ating  lever. 

Pat.  Pend. 


Placed  inside  the  door,  Arcadia’s  Grey 
Fiberglas  mesh  screens  (Aluminum 
wire  mesh,  optional)  stay  cleaner,  slip 
out  of  sight  behind  drapes.  Top  nylon 
guide  rollers  are  spring  loaded  to  pre¬ 
vent  bounce.  Adjustable  bottom  rollers 
of  nylon  provide  for  accurate  align¬ 
ment  and  quiet  operation. 


Snug-fitting,  treated  wool  pile  weath¬ 
erstripping  (or  pliable  neoprene  where 
required)  and  mechanical  interlocker 
in  Arcadia’s  new  door  defy  the  ele¬ 
ments.  The  unique  combination  of 
step-type  sill  and  outside  “slider”  pre¬ 
vents  water  leakage. 


OUTSIDE 


Nylon  rolls  on  nylon  in  the  new  door. 
Completely  eliminated  are  the  cus¬ 
tomary  metal  tracks.  The  new  extruded 
nylon  tracks  guide  nylon  rollers  in 
silent,  easy  passage. 
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Several  options  are  available  in  Series  102  Doors.  Note 
that  for  each  group  of  options  one  is  usually  identified  as 
standard.  Standards  are  supplied  except  when  options  are 
clearly  specified  in  the  order. 

Doors  and  Screens  have  satin  Alumilite  Finish,  ALCOA 
Specification  204-Rl,  as  standard.  Other  finishes  may  be 
quoted  only  by  the  factory. 


Model  61  Hardware  without  lock  is  standard.  Pulls  are 
aluminum  with  satin  Alumilite  finish,  ALCOA  204-Rl, 
except  for  the  acrylic  insert  on  the  inside  pull.  Optional 
Schlage  five  pin  cylinder  lock  set  in  the  outside  pull  is 
supplied  when  the  order  specifies  W/LOCK. 

Doors  are  designed  for  shop  glazing  using  wrap-around 
black  neoprene  glazing  channel.  Clazing  channel  for  ^6" 
single  glazing  is  standard.  Optional  channel  for  or  Vi” 
single  glazing  is  supplied  when  specified;  e.g.,  J4GLAZ. 
CHAN. 

Standard  sills  are  4/4  inches  wide  includ¬ 
ing  an  integral  sill  extension  with  a  Vi  inch  down-turned 
lip.  The  sill  extension  and  lip  serve  the  same  function  as 
sill  flashing.  The  lip  can  be  removed  when  required. 


Horizontal  and  vertical  muntins  are  optional.  Location 
of  muntins  must  be  clearly  indicated  by  note  or  sketch. 

Jamb  Joining  Kit  consisting  of  exterior  and  interior  cover 
plates,  binding  posts  and  screws  are  available  for  mulling 
two  or  more  units  together  to  form  combinations  such  as 
XO-OX.  The  combined  width  of  units  joined  is  the  sum 
of  their  separate  widths  plus 

Order  Description:  102M1  JAMR  KIT  (door  height) 


Doors  are  shipped  KD  in  two  separate  cartons.  One  car¬ 
ton  contains  all  frame  members.  The  second  carton  con¬ 
tains  all  fixed  and  sliding  panel  members.  The  cartons  are 
taped  together  for  shipping  and  storage. 

Screens  must  be  ordered  separately.  Gray  Fiberglas  Mesh 
(14  X  18)  is  standard.  Aluminum  wire  mesh  (14  x  16)  is 
optional.  Screens  over  6'  -  2"  wide  are  supplied  with  one 
vertical  muntin,  since  maximum  width  of  screen  mesh  is 
6.'  -  0".  Extra  screen  muntins  are  optional.  Screens  are 
shipped  assembled,  in  cartons. 

Order  Description:  102B22  SCREEN  FOR  ITEM _ 


"Handsome"  is  the  description  ot  Arcadia's  new 
door  hardware.  The  full  size  pull  allows  a  com¬ 
plete  hand  grip  but  does  not  interfere  with 
drapes.  A  rich  black  onyx-like  acrylic  insert  pro¬ 
vides  a  high-style  complement  to  the  satin- 
finish  handle.  Optional  is  a  Schlage  tive-pin 
cylinder  lock  set  in  the  outside  pull. 


Exclusive  features  of  Arcadia  doors  protected  by 
patent  Nos.:  166862,  2668317,  2668318,  2719340,  2619205, 
2701156,  2701157 ;  and  patents  pending.  , 


“Precision  is  a  way  of  life  at  Arcadia 
where  every  product  shipped  must  meet 
exacting  standards.’’ 
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To  the  Builder,  Arcadia’s  new  Aluminum  door  means 
economy  of  operation  through  shop-glazing,  freedom  J 
from  damage  thanks  to  removable  fixed  and  sliding 
panels.  Frame  members  protected  by  polyethylene  9 
sleeves  save  cleaning  time.  And  two  adjustable  sheaves'  9 
in  every  sliding  panel  mean  easy  adjustment  and  fewer  ■ 
service  call-backs.  M 

rOMPlETE  P.'.NEL  /.'“EM  .1  f 

Builders  will  find  Series  102  a  time  and  money-saver. 

A  new  neoprene  glazing  channel  makes  it  possible  for 
regular  shop  employees  to  glaze  sections  before  they  are 
delivered  to  the  construction  site.  Both  fixed  and  sliding 
panels  are  easily  installed  in  the  field. 


PROTECTIVE  SLEEVES 

Framing  members  are  fully  protected  before,  during  and 
after  installation.  They  are  shipped  from  the  factory  in 
polyethylene  sleeves.  Members  are  installed  while 
covered;  the  sleeves  remain  until  construction  is 
complete.  Eliminated  is  the  costly  clean-up  of  paint, 
plaster  and  grime. 


,  ACKAGIf  AND  SinPPING 

Two  bound-together  cartons  contain  a  complete  Arcadia 
door,  in  a  shipping  unit  designed  to  conform  to  assembly 
and  installation  procedures.  One  carton  holds  all  framing 
members  and  instructions.  The  second  contains  all  fixed 
and  sliding  panel  members.  The  separate  packaging  and 
immediate  carton  identification  assures  easy  storage  and 
maximum  protection. 
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ALUMINUM  SLIDING  DOOR 
FOR  IMSUtATIMG  GIASS 

ONLY  THE  LOOK  OF  THE  OUTSIDE  PENETRATES 
ARCADIA'S  NEW  SLIDING  WALL  OF  GLASS! 

Series  104  is  one  of  the  two  newest  members  of  the 


Arcadia  family.  In  advanced  features,  in  performance 
and  in  architectural  style,  it  duplicates  Series  102. 


The  basic  difference  is  that  Series  104  will  take  %" 
insulating  glass,  making  it  ideally  suited  for  areas 
where  climatic  conditions  require  insulation  and  air- 
conditioning. 
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Accessories,  Features 

Series  104  will  increase  the  efficiency  of  air  conditioning 
and  heating  systems  while  reducing  the  cost  of  their 
operation. 


Weatherproofing 
Ultra-quiet  Performance 
Shop  Glazing 
Precision  Adjustment 


Jam-Proof  Latch 
Hand-grip  Hardware 
Inside  Screen 
Installation  Protection 
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ox 
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OLXO 

Elevations  from  exterior 


(Scale;  3"  =  1'  -  0"  —  Full  Scale  Details  Available) 


H - 35^:^ - H 


I - 3H- - 


Sliding  Aluminum  Framed  Doors  shall  be  Arcadia  Series 
104  Sliding  Aluminum  Doors  as  manufactured  by  Arcadia  Metal  Products, 
801  South  Acacia  Avenue,  Fullerton,  California. 

Basic  frame  and  sliding  sections  shall  be  aluminum 
extrusions  of  6063-T5  alloy.  Minimum  metal  thickness  shall  be  0.072". 
Component  parts  and  accessories  shall  be  of  aluminum  alloy,  stainless 
steel  or  non-metallic  materials  which  will  neither  deteriorate  nor 
promote  corrosion. 

Weatherstripping  shall  be  either  dense,  silicoted,  fungus,  mildew  and 
moth  resistant  wool  pile  or  pliable  neoprene  where  leakage  resistance 
is  required. 

Interlockers  and  stile  members  shall  be  of  one 
piece  hollow  sections  of  adequate  stiffness  to  insure  strength  and 
rigidity.  Frame  and  panel  members  shall  be  accurately  cut  and  upon 
assembly  present  a  neat  finished  appearance  and  watertight  joint. 
Interlockers  shall  provide  mechanical  interlock  to  maintain  fit  and 
seal  of  the  weatherstripping.  The  outside  sliding  panel  when  in  a  locked 
position  shall  not  be  removable  from  the  outside.  The  sliding  and  fixed 
panels  shall  be  removable  for  glazing  or  maintenance.  Sliding  panel 
shall  be  bottom  rolling  on  nylon  sheaves  having  sealed  ball  bearings. 
Track  shall  be  extruded  black  weather  resistant  light  stabilized  nylon. 
Sill  member  shall  provide  for  adequate  drainage  to  the  outside.  Sliding 
panel  shall  be  equipped  with  adjustable  sheave  at  each  end  to  allow  for 
alignment  of  the  sliding  panel  with  the  frame. 

Sliding  panels  shall  be  equipped  with  a  rotary-type  self- 
Ijtching  latch  with  provision  for  locking  from  the  inside.  When  specified 
exterior  locks  shall  be  Schlage  five  pin  cylinder. 

All  aluminum  members  of  the  unit  shall  receive  a  satin 


finish  Alumilite  coating  according  to  Aluminum  Company  of  America 
Specification  204-Rl. 

The  fixed  and  sliding  panel;  $hall  be  constructed  to  allow 
for  either  shop  or  field  glazing.  Neoprene  glazing  channels  for 
glass  shall  be  furnished. 

All  door  members  shall  be  capable  of  supporting  with¬ 
out  deformation  a  uniformly  distributed  exterior  load  of  20  pounds  per 
square  foot  of  the  glazed  surface. 

The  door  shall  be  so  constructed  and  weather 
sealed  that  the  air  infiltration  shall  not  exceed  0.75  cubic  feet  per 
minute  per  foot  of  sliding  panel  perimeter  when  the  full  sized  unit  is 
subjected  to  an  external  pressure  of  1.6  pounds  per  square  foot,  or 
the  dynamic  pressure  of  a  25  mile  per  hour  wind. 

A  full  size  unit  when  tested  for  a  15  minute  period  in  a  simulated  rain¬ 
fall  of  2  inches  of  water  per  hour  and  subjected  to  a  45  mile  per  hour 
wind  or  a  3^-inch  pressure  differential  between  the  inside  and  outside 
of  the  unit,  shall  allow  no  infiltrated  water  to  overflow  any  part  of  the 
sill  on  the  interior  face  of  the  unit. 

Si  is  Basic  screen  sections  shall  be  of  6063-T5  alloy  extruded 
aluminum  sections  with  a  minimum  metal  thickness  of  0.050".  Sliding 
screens  for  Series  104  Doors  shall  be  bottom  rolling  on  adjustable  nylon 
sheaves  operating  on  nylon  bushings.  Top  of  screen  shall  be  equipped 
with  spring  loaded,  nylon  guide  rollers.  Screen  frame  members  shall  be 
accurately  cut  and  assembled  to  form  neat,  rigid  corners.  Frame  shall 
be  wired  with  14  x  18  gauge  Fiberglas  mesh  or  14  x  16  gauge  Aluminum 
wire  mesh,  as  specified.  A  wool  pile  or  neoprene  insect  closure  shall  be 
provided  on  the  trailing  stile  of  the  screen  frame.  The  screen  shall  be 
equipped  with  inside  and  outside  pulls  of  solid  aluminum  extrusions  and 
a  self-latching  rotary  type  latch  which  can  be  locked  from  the  inside. 
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ALUMINUM  SLIDING  DOOR 


DOORS  VIEWED  FROM  OUTSIDE 

TYPE 


XO 


(  OX 


STOCK  TYPES  AiiD  SIZES 

CONTINUOUS  HEAD  AND  SILL 


DOOR  SIZE 

GLASS  SIZE 

SHIPPING 

H  =  6'  -  8'%" 

CATALOG  NUMBER 

h,  =  76" 

WEIGHT 

WIDTH 

Series  -  Type  -  Size 

WIDTH 

(lbs.) 

6'  -  0^" 

104-X0-106 

34" 

54 

7'  -  4^" 

104-X0-107 

42" 

58 

8'  - 

104-X0-108 

46" 

62 

6'  - 

104-0X-106 

34" 

54 

T  -  AVa" 

104-0X-107 

42" 

58 

8'  -  OVa" 

104-0X-108 

46" 

62 

10'-  11^" 

104-0LX0-1 1 1 

42" 

83 

1 

11'-  11%" 

104-0XX0-1 12 

34" 

102 

1 4'  -  7%" 

104-0XX0-1 15 

42" 

112 

Recommended  rough  openings  for  frame  construction:  Add  ’A  inch  to  the  height 
and  width  dimensions. 


CUSTOM  SIZES 


Custom  sizes  of  Types  XO,  OX,  OLXO  and  OXXO  are  manufactured 


to  order.  No  other  types  are  offered.  When  ordering  custom  size 
doors  specify  exact  width  and  height  desired.  Series  104  doors 


can  be  supplied  in  sizes  which  will  accommodate  any  size  Vi 
insulating  glass. 


PRECISION  ADJUSTMENT 

Not  one,  but  two,  adjustable  sheaves  in  every  sliding 
panel  assure  best  possible  panel  alignment.  By  removing 
simple  rubber  plugs,  sheaves  are  immediately  accessible, 
and  can  be  adjusted  with  an  ordinary  screw  driver. 
Panels  do  not  have  to  be  removed  from  frame. 


a  r 


Qgj^  lO^"  aluminum  sliding  door 


STANDARDS,  OPTIONS  AND  ACCESSORIES 

Several  options  are  available  in  Series  104  Doors.  Note  that  for  each  group  of  options  one  is  usually  identified  as 
standard.  Standards  are  supplied  except  when  options  are  clearly  specified  in  the  order. 


FINIS”  Doors  and  Screens  have  Alumilite  Finish, 
ALCOA  Specification  204-Rl,  as  standard.  Other  fin¬ 
ishes  may  be  quoted  only  by  the  factory. 

HA.^DWARE  Model  61  Hardware  without  lock  is  stand¬ 
ard.  Pulls  are  aluminum  with  Alumilite  finish,  ALCOA 
204-Rl,  except  for  the  acrylic  insert  on  the  inside  pull. 
Optional  Schlage  five  pin  cylinder  lock  set  in  the 
outside  pull  is  supplied  when  the  order  specifies 
W/LOCK. 

GLAZiCG  CHAM N EL  Doors  are  designed  for  shop 
glazing  with  54"  insulating  glass  using  wrap-around 
black  neoprene  glazing  channel.  Glazing  channel  is 
furnished. 

»ILL  OPTIONS:  Standard  sills  are  454  inches  wide  in¬ 
cluding  an  integral  sill  extension  with  a  34  inch  down- 
turned  lip.  The  sill  extension  and  lip  serve  the  same 
function  as  sill  flashing.  The  lip  can  be  removed  when 
required. 

MUNTINS:  Muntins  are  not  available  for  Series  104. 


-AM4  JOINING  *<IT:  Jamb  Joining  Kit  consisting  of 
interior  and  exterior  cover  plates,  binding  posts  and 
screws  are  available  for  mulling  two  or  more  units 
together  to  form  combinations  such  as  XO-OX.  The 
combined  width  of  units  joined  is  the  sum  of  their 
separate  widths  plus  346". 

Order  Description:  104M1  JAMB  KIT  (door  height). 

.  A-  .V. ,  JING  AND  SHIPr'NG  Doors  are  shipped  KD 
in  two  separate  cartons.  One  carton  contains  all  frame 
members.  The  second  carton  contains  all  fixed  and 
sliding  panel  members.  The  cartons  are  taped  together 
for  shipping  and  storage. 

iC.^4ENS:  Screens  must  be  ordered  separately.  Gray 
Fiberglas  Mesh  (14  x  18)  is  standard.  Aluminum  wire 
mesh  (14  X  16)  is  optional.  Screens  over  6' -  2"  wide 
are  supplied  with  one  vertical  muntin,  since  maximum 
width  of  screen  mesh  is  6'  -  0".  Extra  screen  muntins 
are  optional.  Screens  are  shipped  assembled,  in  cartons. 

Order  Description:  104B22  SCREEN  FOR  ITEM _ 

RANSOM  AND  POST  KITS;  Neither  Transoms  nor 
Post  Kits  are  offered  for  Series  104  Doors. 
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A  NEW  CON^EIp-r  W  SLIDING  GLASS  DoORl 


j....:  PROOF  LATCH 

The  rotary  latch,  first  in  the 
field,  is  jam-proof.  Doors  lock 
with  a  simple  flick  of  the 
operating  lever.  Pat.  Pend. 


WEATHERPROOFING 

Arcadia’s  unique  combination 
of  step-type  sill  and  outside 
“slider”  prevents  water 
leakage;  the  famous  weather¬ 
stripping  and  mechanical  in¬ 
terlocker  remain  to  defy  the 
elements. 


PROTECTIVE  SLEEVP- 

Framing  members  are  shipped 
from  factory  in  polyethylene 
sleeves.  Members  are  in¬ 
stalled  while  covered;  sleeves 
remain  until  construction  is 
complete.  Costly  clean-up  is 
eliminated! 


INSIDE  SCREENS 

Placed  inside  the  door,  Ar¬ 
cadia’s  Grey  Fiberglas  mesh 
screens  (aluminum  wire  mesh, 
optional)  have  top  and  bot¬ 
tom  adjustable  nylon  rollers. 


ULTRA-QUIET 

PERFOr/VNCE 

Nylon  rolls  on  nylon  in  the 
new  door.  The  new  extruded 
nylon  tracks  guide  nylon  roll¬ 
ers  in  silent,  easy  passage. 


HAND-GRIP 


Arcadia's  handsome  new  hard-n 
ware  allows  a  complete  hand-i 
grip,  does  not  interfere  with, 
drapes.  A  rich,  black,  onyx-’] 
like  insert  complements  the] 
satin-finish  handle.  Optional:* 
Schlage  5-pin  cylinder  locki 
set  in  the  outside  pull. 


rACKAGING  AND 
SHIPPING 

Two  bound-together  cartons 
contain  a  complete  Arcadia 
door.  One  carton  holds  fram¬ 
ing  members  and  instructions. 
The  second  contains  fixed 
and  sliding  panel  members. 
Assured  is  easy  storage  and 
maximum  protection. 


COM.’LETE  PANEL 
ASSEMBLY 

A  new  neoprene  glazing  chan¬ 
nel  allows  regular  shop  em¬ 
ployees  to  glaze  sections 
before  delivery  to  construc¬ 
tion  site.  Both  fixed  and 
sliding  panels  easily  installed  ^ 
in  field. 


ALUMINUM  SLIDING  DOOR 


and  double  glazing 


Series  201  is  a  heavy  duty  door  designed  to  accept  both 
single  and  dual  glazing. 

It  is  ideal  where  situations  require  added  strength  and 
rigidity  as  in  over  height  installations.  Excellent  oppor¬ 
tunities  for  this  highly  adaptable  door  are  in  commercial 
buildings,  institutions  and  fine  residences  where  the  slim 
silhouette  is  desirable. 
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This  outstanding  Tulsa 
residence  has  fourteen 
aluminum  Arcadia 
doors  with  one-inch 
insulating  glass. 
Architects: 

John  Lindsey,  A.I.A., 
Los  Angeles; 

Associate: 


R.  Paul  Heap.  A.I.A., 
Tulsa. 

Contractor: 

A.  C.  Reeds,  Jr.,  Tulsa. 
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ALUMINUM  SLIDING  DOORS 


DETAILS  (Scale:  3"  =  y  -  O"  —  Full  Scale  Details  Available) 
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1. 


2. 


3. 


4. 


ARCHITECT'S  SPECIFICATIONS 


GENERAL  —  Sliding  Aluminum  Framed  Doors  shall  be  Arcadia  Series 
201  Sliding  Aluminum  Doors  as  manufactured  by  Arcadia  Metal 


5.  ASSEMBLY  —  All  assembly  and  installation  screws  shall  be  furnished 
by  the  manufacturer. 


Products,  801  So.  Acacia  Ave.,  Fullerton,  California. 

CONSTRUCTION  —  Frame  and  door  sfections  shall  be  constructed  of 
extruded  aluminum  6063-T5,  a  tempered  alloy  having  an  0.094" 
average  wall  thickness.  All  sections  shall  be  accurately  cut  and 
shall  present  a  neat  finished  appearance  when  joined.  All  structural 
members  shall  be  designed  so  that  the  installed  door  will  with¬ 
stand  wind  loading  equivalent  to  15  pounds  per  square  foot.  Track 
shall  be  roll  formed  22  gauge  Type  302  stainless  steel  firmly 
retained  by  the  sill  member.  Doors  shall  be  bottom  rolling  on  nylon 
sheaves  with  sealed  ball  bearings  insuring  quiet  and  smooth  oper¬ 
ation.  One  sheave  shall  be  adjustable. 

WEATHERSTRIPPING  —  Doors  shall  be  the  "lift-out”  type  and  shall 
be  completely  weatherstripped  with  continuous  moth  and  mildew 
proof  silicoted  wool  pile  at  head,  sill,  jamb  and  interlocker.  In 
addition  the  interlocker  shall  contain  a  neoprene  seal.  Sill  weather¬ 
stripping  shall  be  installed  to  insure  continuous  contact  with  the 
sill  along  the  entire  length  of  the  sliding  panel. 

PULLS  AND  LATCHES  —  All  doors  shall  be  equipped  with  Arcadia 
pulls  and  positive  jam-proof,  up-acting  cam  night  latch.  When 
specified,  a  Schlage  cylinder  lock  shall  be  recessed  in  the  outside 
pull.  Finish  of  hardware  pulls  shall  be  optional:  Dull  black  —  US-19, 
or  Dull  Chrome  —  US-26D. 


6.  GLAZING  —  All  doors  shall  be  equipped  with  snap-on  type  glass 
mould. 

7.  METAL  PREPARATION  —  All  hidden  steel  parts  shall  be  cadmium 
plated  or  stainless  steel.  All  aluminum  parts  of  the  door  shall 
receive  a  satin-finish  Alumilite  coating  according  to  Aluminum 
Company  of  America  Specification  204-Rl. 


REGULAR  ALUMINUM  DOOR 
SCREENS  MODEL  201B22 

Sliding  door  screens,  where  or¬ 
dered,  shaii  be  bottom  roiling  on 
adjustabie  nyion  roiiers  operating 
on  aluminum  axies,  housed  in  the 
bottom  raii.  Top  of  screen  shall  be 
equipped  with  mohair  guides.  Screen 
frames  shall  be  fabricated  from 
.080"  wall  extruded  tubular  alum¬ 
inum  sections  and  satin-finish  Alum- 
ilited  to  Aluminum  Company  of 
America  Specification  204-Rl.  Frame 
shall  be  wired  with  14  x  18  gauge 
Fiberglas  mesh.  A  wool  pile  insect 
closure  shall  be  secured  to  the  rear 
stile  of  the  screen.  Inside  and  out¬ 
side  pulls  shall  be  of  corrosion  re¬ 
sistant  materials  and  have  positive 
action  latch. 


HEAVY  ALUMINUM  DOOR— 

SCREENS  MODEL  201B33  f 

(Recommended  For  boors  Over 

6'-10''  High)  * 

Sliding  door  screens,  where  or-  " 

dered,  shall  be  bottom  rolling  on  _ 

adjustable  nylon  rollers  operating  > 

on  aluminum  axles,  housed  in  the  ’■ 

bottom  rail.  Top  of  screen  shall  be 
equipped  with  mohair  guides.  Screen  * 

frames  shall  be  fabricated  from  * 

0.118"  wall  extruded  tubular  alum-  f 

inum  sections  and  satin-finish  Alum- 
ilited  to  Aluminum  Company  of  _ 

America  Specification  204-Rl.  Frame  T 

shall  be  wired  with  14  x  18  gauge  * 

Fiberglas  mesh.  A  wool  pile  insect 
closure  shall  be  secured  to  the  rear 
stile  of  the  screen.  Inside  and  out-  ^ 

side  pulls  shall  be  of  corrosion  > 

resistant  materials  and  have  posi-  jC 


ALUMINUM  SLIDING  DOORS 


a  r 


dia 


DOORS  VIEWED 
FROM  OUTSIDE 


<3 


oxxo 


STOCK  TYPES  AND  SIZES  Continuous  Head  and  Sill 


DOOR  SIZE 

H  =  6'-  10" 
WIDTH 

CATALOG  NUMBER 
Series  -  Type  -  Size 

GLASS  SIZE 
hg  =  7634" 
WIDTH 

SHIPPING 

WEIGHT 

(lbs.) 

5'  -  1 1 

201-X0-106 

33 

76 

7'  -  1 1 

201-X0-108 

45 

88 

xo  9'  -  1 1  %" 

20i-xo-no 

57 

99 

5'  -  1 1  %" 

201 -ox-1 06 

33 

76 

7'  -  1 1 

201 -OX-1 08 

45 

88 

ox  9' -11%" 

201 -OX-1 10 

57 

99 

1 r- 1 1%" 

201-0LX0-1 12 

45 

130 

OLXO 

ir-  9%" 

201-0XX0-1 12 

33 

142 

15'-  9%" 

201-0XX0-1 16 

45 

165 

19'-  9%" 

201-0XX0-120 

57 

190 

Recommended  rough  openings  for  frame  construction:  Add  'A 
inch  to  the  height  and  width  dimensions. 


DOOR 

SIZE  LIMITS 

Height,  Max.:  Ex¬ 
posed  Locations  lO'-O" 
Protected  Court¬ 
yards,  etc . 1 1  '-0"* 

Width  of  Sliding 

Panel,  Max . 12'-0" 

Sliding  Panel 
Height  to  Width 
Ratio,  Max .  3:1 

*Requires  Engineering  ap¬ 
proval. 


CUSTOM  TYPES  AND  SIZES 

Custom  sizes  of  the  door  types  listed  above  are  manufactured 
to  order.  In  addition  the  following  custom  types  are  available 
with  continuous  head  and  sill. 


201-0 

(Fixed  Frame) 


201-X00 

201-XO2* 


201-00X 

201-02X* 


*  Designation  for  same  unit  without  muntin. 


When  ordering  custom  doors  specify  the  series,  type  and  exact  size.  When 
insulating  glass  (1"  or  Vi")  is  to  |De  used,  the  door  size  must  be  coordinated 
with  available  glass  size. 
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ALUMINUM  SLIDING  DOORS 


STANDARDS  -  OPTIONS  -  ACCESSORIES 


Several  options  are  available  for  Series  201  Doors.  Note  that 
for  each  group  one  option  is  normally  designated  standard. 

Standards  are  supplied  except  when  options  are  clearly  spec¬ 
ified  in  the  order. 


FINISH;  The  standard  finish  for  stock  and  custom  doors  is 
satin  Alumilite  per  ALCOA  Specification  204-Rl.  Other  fin¬ 
ishes  are  quoted  only  by  the  factory. 

HARDWARE: 

Model  61  Hardv\/are  without  lock  is  standard.  Pulls  are 
aluminum  with  satin  Alumilite  finish,  ALCOA  204-Rl, 
except  for  the  acrylic  insert  on  the  inside  pull.  Optional 
Schlage  five  pin  cylinder  lock  set  in  the  outside  pull  is 
supplied  when  the  order  specifies  W/LOCK. 

Ci^ASS  MOULD  Glass  Mould  for  1"  insulating  glass  is  sup¬ 
plied  as  standard.  Options  include  GLASS  MOULD  for  %" 
insulating  glass,  and  K"  GLASS  MOULD  for  ^6"  or  %"  single 
glass. 


DOOR  “  lUNTINt  Horizontal  and  Vertical  Muntins  are  op¬ 
tional.  Location  of  extra  muntin  must  be  clearly  specified 
by  note  or  sketch. 


■’f 

HAND  GRIP  HARDWARE 


"Handsome"  is  the  description  of  Arcadia's  new 
door  hardware.  The  full  size  pull  allows  a  com¬ 
plete  hand  grip  but  does  not  interfere  with 
drapes.  A  rich  onyx-colored  acrylic  insert  pro¬ 
vides  a  high-style  complement  to  the  satin- 
finish  handle.  Optional  is  a  Schlage  tive-pin 
cylinder  lock  set  in  the  outside  puli. 


'AMB  JOINING  KIT:  Jamb  Joining  Kit  consisting  of  exter- 
j  ior  cover  plate,  binding  posts  and  screws  are  available  for 

1  mulling  two  or  more  units  together  to  form  combinations 

;  such  as  O-XO,  XO-OX,  etc.  The  combined  width  of  units 

1  joined  is  equal  to  the  sum  of  the  separate  widths. 

I  Order  Description:  201  Ml  JAMB  KIT  (height  of  units  to  be 

joined). 

il 

SIL.  TYPES;  The  standard  sill  has  integral  screen  track  as 
illustrated.  The  optional  sill  is  designed  for  recessing  in  the 
floor  so  as  to  be  flush  with  the  finish  floor  surface,  and  is 
applicable  where  the  door  is  to  be  used  as  a  sliding  partition 
between  offices  or  rooms  where  screens  are  not  required. 

'  JILt  FLATHIl-G:  Sill  flashing  is  an  optional  accessory  and 

'  must  be  ordered  as  a  separate  item  when  required. 

Order  Description:  #8246  SILL  FLASHING  (length). 

I 


FIX'D  FR.  .M-..  The  data  and  dimensions  preceding  are 
applicable  to  regular  Type  0  units  made  from  Series  201 
door  extrusions.  However,  Fixed  Frames  can  also  be  sup¬ 
plied  with  transom  section  at  head  or  sill  or  both. 

/ACKAGINv  Doors  are  shipped  knocked  down,  in  car¬ 
tons.  In  the  Los  Angeles  area  only,  doors  are  shipped  as¬ 
sembled  when  specified. 


16 


SILL  TYPES 


STANDARD  SILL 


mPTTWl 


5'H2' 


RECESSED  SILL  (Optional) 


SCREENS 


GENERAL:  Screens  must  be  ordered  as  a  separate 
item.  Two  screen  models  are  available:  Model  201  B22 
Regular  Aluminum  Screen  with  2  inch  frame  section, 
and  201 B33  Heavy  Aluminum  Screen  with  214  inch 
frame  section.  The  screens  are  identical  except  for 
frame  section.  Heavy  screens  are  recommended  for 
doors  over  6'- 10"  high.  Regular  screens  are  recom¬ 
mended  for  doors  up  to  6'  -  10"  high  but  can  be  used 
for  doors  up  to  8' -  0".  Width  limits  for  individual 
screens  are  as  follows: 

Model  201  B22  6' -  1 "  Max.  Width 

Model  20 1  B33  1 0'  -  0"  Max.  Width 

_C.iEEN  HARDWARE-  Aluminum  hardware  with  clear 
Alumilite  finish  is  standard.  The  same  hardware  with 
bronze  colored  Alumilite  finish  is  optional.  Specify: 
BRZ  FINISH  HDWE. 


Gray  Fiberglas  Mesh  (14  x  18)  is 
standard.  Aluminum  Wire  Mesh  is  optional.  Specify: 
AL  WIRE  MESH. 

Screens  over  6'  -  2"  wide  are  fur¬ 
nished  with  one  vertical  muntin  on  centerline  since 
maximum  available  width  of  screen  mesh  is  6' -  0". 
Extra  muntins  on  any  size  screen  are  available.  Exact 
locations  of  extra  muntins  must  be  specified. 

Screens  are  shipped  assembled  in 

cartons. 

Regular  Screens:  201  B22  SCREENS  FOR  ITEM _ * 

Heavy  Screens  201  B33  SCREENS  FOR  ITEM _ * 

*lndicate  mating  door  series,  type  and  size. 


TRANSOMr 

Rectangular  Transoms  and  Transoms  with  sloping  heads  are  made  to  order.  Rectangular 
Transoms  larger  than  the  following,  and  all  Transoms  with  sloping  heads,  require  special 
design  or  reinforcement  and  are  quoted  only  by  the  factory. 


Number  of  Lights 

Typical  Size  Limits  Without  Reinforcement 

2'  -  0"  High 

3'  ■  6"  High 

1 

16'-0" 

14'-0" 

2 

16' -0" 

16'.0" 

1  ^ 

17'.0" 

16'.  0" 

1  4 

b 

• 

00 

16'-0" 

All  transom  lights  are  fxed.  The  number  of  lights  in  the  transom  and  mating  door 
will  be  equal  unless  otherwise  specified.  The  standards  and  options  for  glass  mould, 
packaging  and  shipping,  etc.,  are  the  same  as  for  doors.  Order  transoms  and  mating 
doors  together. 

ORDER  DESCRIPTION:  201T4  TRANSOM  (height)*  FOR  ITEM _ * 

*lndicate  transom  height,  and  the  series,  type  and  size  of  the  mating  door. 


INSIDE 

OF 

BUILDING 


Series  201  Post  Kits  for  90°  and  180°  applications 
are  made  to  order.  Post  Kits  consist  of  steel  post 
with  bearing  plates  welded  in  place,  Alumilited 
cover  plates  (interior  and  exterior)  to  blend  with 
Series  201  Doors,  plus  the  necessary  attaching 
screws.  Screws  (#10  Flat  Head)  to  fasten  bearing 
plates  to  building  are  not  furnished. 

Order  Description:  201 P90  90°  Post  Kit  (height)* 

201 P91  180°  Post  Kit  (height)* 


‘Specified  post  length  should  be  Vi  inch 
greater  than  the  height  of  adjacent  Series 
201  Doors,  or  V2  inch  greater  than  the  com¬ 
bined  height  of  door  and  transom. 


BALBOA  BAY  CLUB,  Califor¬ 
nia  used  42  ARCADIA  sliding 
aluminum  doors  ranging  from 
6'-0"  X  6’ - 10"  to  8'-0"  X 
6’  - 10". 

Architect:  Julius  Oblatt,  A.I.A. 
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ALUMINUM  SLIDING  DOORS 


"VERSATILITY"  is  the  key  descriptive  word  for  Arcadia's  Series  201.  The  structural  members  are 
ideally  suited  for  over-height  installations,  having  the  ability  to  withstand  wind  loading  equiva¬ 
lent  to  15  pounds  per  square  foot,  while  retaining  the  famed  Arcadia  clean-line  silhouette.  Series 
201  doors  are  equipped  with  glass  mould  for  1"  insulating  glass  as  standard;  mould  for  ,  %" 
and  single  glazing  is  available  when  specified. 


SOME  VARIED  APPLICATIONS  OF  THE  SERIES  201  DOOR  ARE  SHOWN  BELOW 


NAPLES  SCHOOL  BAND 
PRACTICE  ROOM, 

Naples,  Florida. 

Doors  are  over  13'  high. 
Architects:  Bolton-McBnjde. 

ARCADIA  METAL 
PRODUCTS, 
Main  Office, 
Fullerton,  California. 
Architects:  A.  Quincy  Jones  ip- 
Frederick  E.  Emmons,  A.I.A., 
and  Associates. 


Rear  of  the  SCHOLZ  MARK  58 
“HOUSE  of  the  YEAR”  shotvs  Arcadia’s 
sliding  glass  doors. 

Designer:  Donald  J.  Scholz 


TOWN  ir  COUNTRY 
PLYMOUTH  SHOW  ROOM, 
Phoenix,  Arizona 
Maximum  accessibility  via 
center  opening. 

Architect:  Frank  Faz\o,  A.I.A. 


This  special  door  is 
undergoing  final  inspection 
prior  to  being  shipped  to  the 
new  UNITED  STATES 
EMBASSY  OFFICE 
BUILDING  in 
Asuncion,  Paraguay. 

Architects:  Satterlee  6  Smith,  A.I.A. 
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SLIDING  WALLS  OF  GLASS  that  open  wide  at  a  touch  of  a  finger  .  .  . 


MULTI-SLIDE  describes  Arcadia’s  new  all-purpose  sliding  walls  of  glass. 
Ideal  for  schools,  churches,  auditoriums,  residences,  meeting  and  display 
rooms  —  as  an  exterior  wall  or  a  room  divider  —  Multi-Slide  walls  com¬ 
pact  upon  themselves  into  the  width  of  a  single  panel  ...  or  disappear 
into  wall  pockets.  All  doors  are  made  of  heavy  duty  aluminum,  yet  light 
enough  for  a  child  to  move.  Through  combinations  of  fixed  and  sliding 
lights,  sill  variations  and  glass  options,  ideal  flexibility  is  obtained. 


TRAFFIC  CONTROL 

Since  panels  can  be  moved  at 
center  or  sides  of  an  opening, 
Arcadia's  Multi-Slide  installation 
is  the  answer  to  traffic  control 
anywhere  along  the  entire  wall. 
Multi-Slide  is  an  ideal  room 
separator. 


SECURITY 

As  in  all  fine  Arcadia  doors,  pat¬ 
ented  spring-locking  jam-proof 
latch  is  provided.  The  positive, 
up-action,  cam-type  night  latch 
provides  maximum  protection 
against  tampering.  Schlage  5-pin 
cylinder  locks  set  flush  are 
optional. 


WEATHER  CONTROL 

The  standard  design  accepts  either  single  glazing 
or  insulating  glass.  Arcadia's  special  double¬ 
seal  wool  pile  weatherstripping  protects  against 
air  leakage  and  dust  infiltration.  However,  Multi- 
Slide  sills  are  flat  and  are  not  designed  for  appli¬ 
cations  facing  heavy  weather  without  special 
attention  to  floor  detail  and  roof  overhang. 
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QpJtMPPI  MUITI-SUDE  DOOR 

TYPICAL  DETAILS  Scale;  3"  =  r  -  0";  (Full  Scale  details  available) 


Elevations  From  Outside 
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When  Screens  Are  Used 
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STANDARD  TYPES 

(All  doors  viewed  from  outside) 


All  Series  221  doors  are  custom-made  to  width  and 
height  dimensions  ordered.  The  types  listed  below  have 
been  standardized  and  are  manufactured  without  addi¬ 
tional  job  engineering.  Special  combinations  and  pocket 
applications  are  quoted  from  the  factory. 


X22B  or  X22 

Two  Sliding  Panels  on  Two  Tracks 
Opens  at  either  side 

X42 

Four  Sliding  Panels  on  Two  Tracks 
Opens  at  center  or  either  side 

0X22  or  X220 

Two  Sliding  Panels  on  Two  Tracks  and  One  Fixed  Panel 
Opens  at  one  side  only 

0X420 

Four  Sliding  Panels  on  Two  Tracks  and  Two  Fixed  Panels 
Opens  at  center  only 

X33B  or  X33 

Three  Sliding  Panels  on  Three  Tracks 
Opens  at  either  side 

X63 

Six  Sliding  Panels  on  Three  Tracks 
Opens  at  center  or  either  side 

0X33  or  X330 

Three  Sliding  Panels  on  Three  Tracks  and  One  Fixed  Panel 
Opens  at  one  side  only 

0X630 

Six  Sliding  Panels  on  Three  Tracks  and  Two  Fixed  Panels 
Opens  at  center  only 


MULTI-SLIDE  SILL  VARIATIONS 

Sill  options  include  screen  tracks,  sill  trim  and  sill  pan 
as  illustrated  below.  When  screen  provisions  are  speci¬ 
fied,  screen  track,  screen  head  and  screen  jambs  are 
supplied.  Examples  pertain  to  X22,  X22B  door  types. 
However,  the  same  options  are  available  for  other  types 
as  well. 


irWTT 

STANDARD 

SILL 

/ncTij 

Specify;  W/SILL  TRIA 

WIS 

/I  TWO  SIDES 

/wwr 

■ 

Specify;  W/SILL  TRIM  OUTSIDE  &  SILL  PAN 

P 

— 

Specify:  W/SILL  PAN  &  SCREEN  PROVISIONS 

uajr 

Specify;  W/SILL  TRIM,  SILL  PAN  &  SCREEN  PROVISIONS 

(Sill  detail  NOT  to  scale) 


X22B 


X22 


X42 


0X22 


X220 


G - = - 3 


0X420 


X33B 


X33 


X63 


0X33 


X330 


0X630 


STANDARDS  and  OPTIONS 

DcOR  IZE  LIMIT 

Height,  Max.:  Exposed 

locations  . .lO'-O" 

Protected  Courtyards,  etc.  1 1'  -  0" 

Width  of  Sliding  Panel,  Max.  1 2'  -  0" 

Sliding  Panel  Height/Width 

Ratio,  Max . .  3 

Note:  Recommended  Rough  Open¬ 
ing  is  Vi"  greater  than  the  width 
and  height  of  the  door. 

SCREEN  MODElS 

Doors  are  supplied  without  screens  and  screen  provisions  as  stand¬ 
ard.  Screen  provisions  are  built  into  the  door  when  specified  as 
illustrated  under  "MULTI-SLIDE  SILL  VARIATIONS."  Screens  must 
be  ordered  as  a  separate  item. 

Two  screen  models  are  available:  Model  221 B22  Regular  Alum¬ 
inum  Screens  with  a  2"  frame  section,  and  Model  221B33  Heavy 
Aluminum  Screen  with  2V2"  frame  section.  The  screens  are  identi¬ 
cal  except  for  the  frame  section.  Heavy  screens  are  recommended 
for  doors  over  6' -10"  high.  Regular  screens  are  recommended 
for  doors  up  to  6'-  10"  high,  but  can  be  used  for  doors  up  to 
8'  -  0"  if  desired.  Width  limits  for  indivdual  screens  are  as  follows: 

Model  221  B22  6' -  0"  Maximum  Width 

Model  221  B33  1 0' -  0"  Maximum  Width 


GLASS  MOULD 

Standard:  14"  Glass  Mould  (for  %" 
or  Va"  glass) 

Option:  1"  Glass  Mould  (for  1"  in¬ 
sulating  glass) 

Option:  Ys"  Glass  Mould  (for  %"  in¬ 
sulating  glass) 


HARDWARE 

Model  61  Hardware  without  lock  is 
standard.  Pulls  are  aluminum  with 
satin  Alumilite  finish,  ALCOA 
204-Rl,  except  for  the  acrylic  insert 
on  the  inside  pull.  Optional  Schlage 
five  pin  cylinder  lock  set  in  the  out¬ 
side  pull  is  supplied  when  the  order 
specifies  W/LOCK. 

Note:  When  lock  is  specified,  one 
lock  per  unit  is  supplied.  The  lock 
is  located  on  the  left  hand  panel 
for  types  X22,  X33,  X220,  X330; 
on  the  right  hand  panel  for  types 
X22B,  X33B,  0X22,  and  0X33; 
and  on  the  left  center  panel  for 
types  X42,  0X420,  X63  and 
0X630.  All  locations  are  as  the 
doors  are  viewed  from  outside. 

SCREEN  HARDWARE 

Aluminum  hardware  with  clear 
Alumilite  finish  is  standard.  The 
same  hardware  with  bronze  Alumi¬ 
lite  finish  is  optional. 


SCREEN  MUNTINS 
Screens  under  6'  -  2"  wide  are  sup¬ 
plied  without  muntins.  Screens  from 
6' -  2"  to  12' -2"  are  supplied  with 
one  vertical  muntin.  (Maximum 
width  of  available  screen  mesh  is 
6' -  0".)  Extra  screen  muntins  are 
optional. 


SCREEN  M  '■ 

Standard:  Gray  Fibergtas  14  x  16 
mesh 

Option:  Aluminum  Wire  Mesh. 

.RANSOMS  &  POST  KITS 

Transoms  and  Post  Kits  are  not 
offered  for  Series  221  Doors. 


PACKAGING  &  SHIPPING 

Door  frame  members  and  panel 
members  are  shipped  K.D.  (knocked 
down).  The  doors  can  not  be  pre¬ 
assembled  for  shipment  because  the 
four  frame  members  are  designed 
for  independent  installation  in  the 
rough  opening. 


I 

’TirT‘*TrMMMgTnrTMMBnilMMMM^ — ■ 


ARCHrECTUkAL 

1  GENE’  AL  Sliding  Aluminum  Framed  Doors  shall 
be  Arcadia  Series  221,  Heavy  Aluminum  Multi-Slide 
Door  as  manufactured  by  Arcadia  Metal  Products,  801 
So.  Acacia  Ave.,  Fullerton,  California. 

2  CONSTRUCTION  Frame  and  door  sections  shall 
be  constructed  of  extruded  aluminum  6063-T5,  a  tem¬ 
pered  alloy  having  an  0.094"  average  wall  thickness. 
All  sections  shall  be  accurately  cut  and  shall  present  a 
neat  finished  appearance  when  joined.  Track  shall  be 
roll  formed  22  gauge  Type  302  stainless  steel  firmly 
retained  by  the  sill  member.  Doors  shall  be  bottom 
rolling  on  nylon  sheaves  with  sealed  ball  bearings  in¬ 
suring  quiet  and  smooth  operation.  One  sheave  shall 
be  adjustable.  Doors  shall  be  the  "lift-out"  type.  All 
doors  shall  be  equipped  with  snap-on  type  glass  mould. 

3.  WEATHERETRtPPlNC  Doors  shall  be  completely 
weatherstripped  with  continuous  moth  and  mildew 
proof  silicoted  wool  pile  at  head,  si||,  jamb  and  inter¬ 
locker.  Sill  weatherstripping  shall  be  installed  to  insure 


iPECIFICAt 

continuous  contact  with  the  sill  along  the  entire  length 
of  the  sliding  panel. 

4.  PULLS  AND  LATCHES  All  latching  panels  shall 
be  equipped  with  Arcadia  pulls  and  positive  jam-proof, 
up-acting  cam  night  latch.  When  specified,  a  Schlage 
cylinder  lock  shall  be  recessed  in  the  outside  pull.  Fin¬ 
ish  of  hardware  pulls  shall  be  optional:  Dull  Black  — 
US-19  or  Dull  Chrome  —  US-26D. 

5.  ASSE.MBL'  All  assembly  and  installation  screws 
shall  be  furnished  by  the  manufacturer. 

6.  M-T. .REPARATION  All  aluminum  parts  of  the 
door  shall  receive  a  satin  finish  Alumilite  coating  ac¬ 
cording  to  Aluminum  Company  of  America  Specifica¬ 
tions  204-Rl.  All  hidden  steel  parts  shall  be  cad¬ 
mium  plated  or  stainless  steel. 
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Eichler  X-100  Experimental 
Research  Home 
Builder:  Eichler  Homes, 
Palo  Alto,  Calif. 

Architects:  A.  Quincy  Jones 
ir  Frederick  E.  Emmons, 
Architects,  A.I.A.  and 
Associates 
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STEEL  SLIDING  DOORS 


Where  steel  sliding  doors  are  required,  the  arehitect 
will  find  the  Series  301  Steel  Doors  are  built  to  the 
same  exaeting  standards  as  the  Arcadia  aluminum 
units.  The  same  high  quality  of  design  and  crafts¬ 
manship,  makes  this  Arcadia  Steel  Door  the  out¬ 
standing  steel-framed  sliding  glass  door  on  the 
market. 
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The  magnificent  new 
VALLEY  HO  Hotel, 
Scottsdale,  Arizona,  features 
Arcadia  Sliding  doors. 
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STEEL  SLIDING  DOORS 
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Scale;  3"  =  V  -  0";  (Full  Scale  defails  available) 


Elevations  From  Outside 
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TECT'V  r  PECIFICATIOn^ 


1.  G"N;IRAL — Sliding  steel-framed  doors  shall  be 
Series  301  Arcadia  sliding  doors  as  manufactured  by 
Arcadia  Metal  Products,  801  South  Acacia  Avenue, 
Fullerton,  California. 

2,  CONSTRUCTION — Frames  and  doors  shall  be 
constructed  of  14  gauge  SAE  1015  cold-rolled  steel 
for  all  structural  parts  with  a  two-section  boxed  head 
of  16  and  14  gauge  with  stile  sections  of  13  gauge  for 
extra  rigidity.  All  joints  shall  be  arc  welded  in  jigs 
and  ground  smooth.  All  structural  members  shall  be 
designed  so  that  the  installed  door  will  withstand  wind 
loading  equivalent  to  15  pounds  per  square  foot.  Sill 
tracks  shall  be  capped  with  22  gauge  Type  302  stain¬ 
less  steel,  stitch  welded  on  1  V2"  to  2"  centers  to  steel 
sub-track.  Doors  shall  be  bottom  rolling  on  nylon 
sheaves  with  sealed  ball  bearings. 

J,  VVEATHE„STRI.  r  INC  —  Doors  shall  be  completely 
weatherstripped  with  continuous  moth  and  mildew- 
proof  silicoted  wool  pile  at  head,  sill,  jamb  and 
interlockers. 


4.  PULLS  AND  LATCHES  — All  doors  shall  be  equipped 
with  standard  Arcadia  pulls  and  positive  jam-proof, 
up-acting  cam  night  latches.  When  specified,  a  Schlage 
cylinder  lock  shall  be  recessed  in  the  outside  pull. 

5.  GLAZINr — Glass  mould  shall  be  snap-on  type, 
mounted  with  Arcadia  spring  lock  clips. 

6-  FINISH  —  All  hidden  steel  parts  shall  be  cadmium 
plated  or  stainless  steel. 

7.  SCREENS — (Model  301 B33)  Sliding  door  screens 
where  ordered,  shall  be  bottom  rolling  on  adjustable 
nylon  rollers  housed  in  the  bottom  raill  Top  of  screen 
shall  be  equipped  with  mohair  guides.  Screen  frames 
shall  be  constructed  of  18  gauge  rolled  steel  tubular 
sections  for  maximum  rigidity.  Frames  shall  be  wired 
with  14  X  18  gauge  gray  Fiberglas  mesh.  Neoprene 
closure  strip  shall  be  secured  to  rear  stile  of  screen. 


TYPE 

Doors  Viewed 
From  Outside 


STOCK  TYPES  and  SIZES 


CONTINUOUS  HEAD  AND  SILL 


DOOR  SIZE 

H  =  6'-95/8" 

WIDTH 

CATALOG  NUMBER 
Series-Type-Size 

GLASS  SIZE 
h,  =  76" 

WIDTH 

SHIPPING 

WEIGHT 

(lbs.) 

6'- 

0" 

301-XO-106 

34" 

115 

8'- 

0" 

-108 

46" 

134 

10'- 

0" 

-no 

58" 

154 

12'- 

0" 

-112 

70" 

174 

6'- 

0" 

301-OX-106 

34" 

115 

8'- 

0" 

-108 

46" 

134 

10'- 

0" 

,  -no 

58" 

154 

12'- 

0" 

-112 

70" 

174 

12'- 

301-OLXO-n2 

46" 

187 

11'- 

107/8" 

301-OXXO-n2 

34" 

308 

15'- 

107/8" 

_ 

. 

46" 

358 

Recommended  rough  openings  for  frame  construction:  Add  Vi  inch  to  the  height  and 
width  dimensions. 


CUSTOM  TYPES 

Custom  sizes  of  the  types  listed  above  are  manufac- 
factured  to  order.  In  addition  the  following  custom  types 
are  available.  When  ordering  custom  doors  specify  the 
series,  type  and  exact  size. 


High-density  wool  pile 
weatherstripping  provides 
continuous  weatherseal 
along  the  full  length 
of  all  Arcadia  panels. 


CONTINUOUS  HEAD  AND  SILL 


- 1 - 

1 

1 

1 

1 

1 

1 

301-XOO 

301-XO2* 

301-0 

(Fixed  Frame) 


I 


301-OOX 

301-O2X* 


301-OXRO 

*Designation  for  same  unit  without 
muntin. 


301-XOOX 

301-XO2X* 
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Height,  Max.: 

Exposed  Locations . 8' -  4" 

Protected  Courtyards,  etc . 9'  -  0"* 

Width  of  Sliding  Panel,  Max . 10' -0" 

Sliding  Panel  Height/Width 

Ratio,  Max .  3:1 


I 


I 

I 
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SILL  TYPES 


RECESSED  SILL 


9/1 6' 

T“ 


The  standard  sill  illustrated  in  DETAILS  is  carbon 
steel.  The  same  sill  is  available  in  Type  302  stainless. 
Specify:  STAINLESS  SILL.  Also,  an  optional  “re¬ 
cessed”  sill  in  Type  302  stainless  is  available  for  ap¬ 
plications  where  the  door  is  to  be  used  as  a  sliding 
partition  between  offices  and  rooms  where  screens  are 
not  required.  Specify:  STAINLESS  RECESSED  SILL. 


^ATtNG 

DOOR  CRATING:  Doors  are  shipped  without  crating  as  stand¬ 
ard.  Glass  Mould  and  Hardware  carton  are  taped  to  the  door 
frame.  Two  crating  options  are  available.  “SILL  CRATING” 
consists  of  a  2  X  4  wood  skid  screwed  to  the  bottom  of  the 
sill.  “FULL  CRATE”  consists  of  a  2  x  4  wood  crate  built 
around  the  unit  at  head,  sill  and  jambs  with  cross  members 
at  the  interlockers  and  diagonal  braces  at  the  corners. 
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Requires  Engineering  approval. 


STEEL  SLIDING  DOORS 
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STANDARDS  —  OPTIONS  —  ACCESSORIES 


Several  options  are  available  for  Series  301  Doors.  Note  that  for  each  group  one 
option  is  normally  designated  as  standard.  Standards  are  supplied  except  when 
options  are  clearly  specified. 


y  *■  Ty! 


FINISH:  Doors  are  phosphate  treated  per  MIL-C-490A  and 
given  one  coat  of  alkyd  resin,  gray,  semi-gloss  enamel  which  is 
oven  dried  to  meet  the  requirements  of  Federal  Specification 
TT-E-529  Class  B. 


HARDWARE:  Universal  Hardware  (die  cast)  with  black  pulls 

and  bronze  finish  insert  is  standard.  The  same  hardware  with 
dull  chrome  pulls  and  black  insert  is  optional.  Schlage  five-pin 
cylinder  lock  is  optional  with  either  finish. 


GLASS  MOULD:  Snap  on  Glass  Mould  suitable  for  %  or  inch 
single  glass  is  standard. 

DOOR  MUNTIN:  Horizontal  and  vertical  muntins  are  optional. 
E.xact  locabons  must  be  specified. 

JAMB  JOINING  KIT:  Jamb  Joining  Kits  consisting  of  exterior 
cover  plate,  binding  posts  and  screws  are  available  for  mulling 
two  or  more  units  together  to  form  combinations  such  as  O-XO, 
XO-OX,  etc.  Specify:  301M1  JAMB  KIT  and  the  height  of  the 
units  to  be  joined. 


FIXED  FRAMES:  Unless  otherwise  specified  Fixed  Frames  (Type 
O  Units)  are  made  from  the  same  rolled  sections  as  Series  301 
Doors.  However,  Fixed  Frames  can  also  be  supplied  with 
transom  section  at  head,  or  sill,  or  both. 


SILL  FLASHING:  Sill  flashing  is  optional  and  must  be  ordered  as 
a  separate  item.  Specify:  #2670  SILL  FLASHING  and  the 
length  required  (approximately  4"  over  door  width,  depending 
upon  door  surround  ) . 


FRAMELESS  TRANSOM  HEAD:  Transom  heads  for  use  in  post 
and  beam  construction  consist  of  a  channel  welded  to  the 
door  head.  Standard  glass  mould  is  furnished  for  the  Transom 
Head  only  when  specified.  Specify:  DOOR  W/FRAMELESS 
TRANSOM  HEAD. 


POST  KITS 

Series  301  Post  Kits  for  90°,  180°  and  270°  appli¬ 
cations  are  made  to  order.  Post  Kits  consist  of  steel 
post  with  bearing  plates  welded  in  place,  cover  plates 
( interior  and  e.xterior )  to  blend  with  Series  301  Doors, 
plus  ■  the  necessary  attaching  screws.  Screws  (#10 
Flat  Head)  to  fasten  bearing  plates  to  building  are 
not  furnished. 


ORDER  DESCRIPTION 


D 


90“ 


301 P90 
301  P91 
301 P92 


90°  Post  Kit  (height)’' 
180°  Post  Kit  (height)’' 
270°  Post  Kit  (height)’* 


18°°  U 


‘Specified  post  length  should  be  V2  inch  greater 
than  the  height  of  adjacent  Series  301  Doors,  or 
1/2  inch  greater  than  the  combined  height  of 
door  and  transom. 


Outside 

of 

Building 


270 


HARDWARE 


Arcadia  s  high-style 
yet  functional  hardware 
gives  full  hand-grip. 


SCREENS 


GENERAL:  Screens  must  be  ordered  as  a  separate  item.  Screen 
Model  301B33  is  applicable  to  all  Series  301  Door  heights. 


PACKAGING:  Screens  are  shipped  assembled  in  cartons. 


OF  LIGHTS 

WITHOUT 

REINFORCEMENT 

2'-0''  High 

3'  -  6"  High 

1 

14'-0'' 

1 2'  -  0" 

2 

14'-0" 

14'-0" 

3 

15'-0" 

14'-0" 

4 

16'-0" 

14'-0'' 

Specify  “#301T4  TRANSOM  FOR  ITEM. 
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SCREEN  HARDWARE:  Aluminum  hardware  with  bronze  colored 
Alumilite  finish  is  standard.  The  same  hardware  with  clear  satin 
Alumilite  finish  is  optional.  Specify:  GLEAR  ALUMILITE 
HDWE. 


SCREEN  MESH:  Gray  Fiberglas  mesh  (14  x  18)  is  standard. 
Bronze  wire  mesh  (14  x  16)  is  optional.  Specify:  BRZ  WIRE 
MESH. 


MUNTINS:  Screens  over  6'  -  2"  wide  are  furnished  with  one 
vertical  muntin  On  centerline  since  maximum  width  of  screen 
mesh  is  6'  -  0".  Extra  screen  muntins  are  optional.  Exact  loca-' 
tions  of  extra  muntins  must  be  specified. 


TRANSOMS 

Rectangular  Transoms  and  Transoms  with  sloping 
heads  are  made  to  order.  Rectangular  Transoms  larger 
than  the  following  and  all  Transoms  with  sloping 
heads,  require  special  design  or  reinforcement  and 
are  quoted  only  by  the  factory. 

TYPICAL  SIZE  LIMITS 


All  transom  lights  are  fixed.  The  number  of  lights  in 
the  transom  and  mating  door  will  be  equal  unless 
otherwise  specified.  Glass  Mould  is  the  same  as  for 
doors.  Order  Transoms  and  mating  doors  together. 
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ALUMINUM  and  STEEL 


The  practical  economical  prefabricated 
wall  section  delivered  to  the  job  as 
an  assembled  unit  .  .  .  provides  unlimited 
flexibility  in  size  and  colors.  The 
combination  of  vented  and  fixed 
openings  means  new  control  of 
sunlight  and  temperature. 

The  Beverly  Hilton  Hotel 
Beverly  Hills,  California 
Architect; 

Welton  Beckett  A.l.A. 


What  is  Window  Wall 
Typical  Applications 

Installations  — 
Suggested  Panels 


a  r 


WINDOW  WALL 


FOR  THE  BUILDER 

Arcadia  Window  Wall  saves  time  and  money. 
One  hundred  per  eent  of  the  job  is  done  at  our 
factory  under  the  controlled  conditions  that  make 
for  aceuracy.  Being  pre-fabricated,  it  is  less  sub¬ 
ject  to  leakage  than  units  cut  and  assembled  on 
the  job.  Delivered  to  the  job  is  a  wall  unit  that 
moves  rapidly  from  unwrapping  to  installation. 


ENJOY 

THESE 

PRACTICAL 

AND 

ECONOMICAL 

ASPECTS 

OF 

ARCADIA 

WINDOW 

WALL: 


WHAT  IS  WINDOW  WALL? 


The  term  is  comparatively  new  —  and  often  mis-used.  Here  at 
Arcadia  —  where  fixed  and  sliding  walls  of  glass  have  been  an 
architectural  standard  for  a  decade  —  Window  Wall  is  defined 
as  a  factory-fabricated  floor-to-ceiling  unit. 


WIND  AND  WEATHER-PROOF— All 

sliding  sections  have  the  same  in¬ 
sulation  features  available  in  Ar¬ 
cadia  doors  and  windows.  High 
density  wool  pile  weatherstripping 
provides  uniform  contact  along  en¬ 
tire  length  of  doors  and  continuous 
weatherseal. 

FLUSH  EXTERIORS  — with  or  with¬ 
out  projecting  mullion  sections, 
clean  continuous  lines  .  .  .  unusually 
thin  silhouette  allowing  maximum 
glass  and/or  panel  area. 


COMPLETE  FLEXIBILltY  — of  design 
and  materials,  limited  only  by  the 
architect's  imagination.  Window 
Wall  is  the  "New  Look"  in  today's 
structures. 

ALUMINUM  OR  STEEL  CONSTRUC¬ 
TION —  to  meet  every  building  re¬ 
quirement.  All  aluminum  surfaces 
are  "Alumilited"  to  provide  effective 
resistance  to  corrosion  and  abrasion. 
Steel  units  are  phosphatized  and 
covered  with  a  base  enamel  coat. 


What  does  Arcadia  Window  Wall 
do  for  the  Architect  and  Builder? 


FOR  THE  ARCHITECT 


It  provides  an  opportunity  for  striking  exteriors 
through  the  use  of  insulated  panels  in  the  full 
range  of  textures  and  finishes.  Window  Wall  is 
custom-fabricated  to  the  individual  job,  making 
possible  a  wide  range  of  size,  flexibility  and  de¬ 
sign.  Window  Wall  adapts  especially  well  to  the 
clean  modern  design  so  popular  in  today’s  schools 
and  commercial  buildings. 
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WINDOW  WALL 

adapts  to  every  modern  structure 


t'jjyrrwv'ST:  f'-^' 


I 

PARTITIONS 


WALL-TO-WALL 


:  Arcadia  window  wall 


“LITTLE  SCHOOL" 
(Scottsdale,  Arizona) 
Architect:  Wong  and 
Associates 

Builder:  Arcadia  Heights 
Builders 


WINDOW  WALL 
OFFERS  A  WIDE  VARIETY 
OF  COLOR  POSSIBILITIES 
THROUGH  THE  USE  OF 
PANEL  MATERIALS  SUCH  AS: 

.  CERAMIC  TILE 

•  TEXTURED  GLASS 

•  PATTERNED  ALUMINUM 

•  STAINLESS  STEEL 

•  PORCELAIN  ENAMEL 


Arcadia  Window  Wall  is  especially  economical  for  small  com¬ 
mercial  and  institutional  buildings,  as  well  as  for  larger,  multi¬ 
storied  structures. 


Steel  Window  Wall 

Two  men  required  only  2  days  to  set  270  lineal 
feet  of  9'  high  Arcadia  window  wall  sections  in 
the  new  WM.  B.  MORGAN  ELEMENTARY 
SCHOOL,  Hamilton  Township,  New  Jersey. 
Architects:  Kramer,  Hirsch  6-  Carchidi 


SUGGESTEP  PANELS 

(elevations  from  outside) 


- 1 - 

1 

1 

1  # 

L.. 

_j 

_ 

SLIDING  GLASS 

2e^50l 

in  enduring  aluminum 


The  imaginative  use  of  space  demands  quality  and  flexibility,  both  of 
which  are  basic  to  this  excellent  Arcadia  product.  The  famous  Arcadia 
sliding  door  sets  the  pattern  of  fine  materials  and  careful  workmanship. 

In  the  Arcadia  window,  these  qualities  are  combined  with 
design  freedom  and  functional  value  adaptable  to  virtually  any 
structural  concept.  And  the  men  who  create  and  erect  today’s  indoor- 
outdoor  structures  appreciate,  also,  the  design  and  construction 
possibilities  available  by  utilizing  both  Arcadia’s  sliding  glass  windows 
and  doors  —  two  high  quality,  look-alike  specialties. 


WINDOWS 


CONTENTS 


Details 

Architectural 

Specifications, 

Stock,  Custom  Types 
and  Size  Limits 

Standards/Options/ 

Accessories 
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SLIDING  GLASS  WINDOWS 


1 


Elevations  From  Outside  l 


OX  (OXopp.)  OLXO  OXXO  X02X 


ARCHITECT'S  SPECIFICATIONS 


1.  GENERAL  Horizontal  Sliding  Aluminum  Windows 
shall  be  Arcadia  Series  501  Sliding  Aluminum  Windows 
as  manufactured  by  Arcadia  AAetal  Products,  801  So. 
Acacia  Ave.,  Fullerton,  California. 

2.  CONSTRUCTION  Frame  and  vent  sections  shall  be 
constructed  of  extruded  aluminum  6063-T5,  a  tempered 
alloy  having  a  average  wall  thickness.  All  sections 
shall  be  accurately  cut  and  shall  present  a  neat  finish. 
Head  and  sill  shall  have  continuous  integral  drips  the 
full  width  of  window.  Vents  shall  be  bottom  rolling  on 
nylon  rollers  insuring  quiet  and  smooth  operation. 

3.  WEATHERSTRIPPING  Vents  shall  be  "lift-out"  type 
completely  weather-stripped  with  double  continuous 
moth  and  mildew  proof  silicoted  wool  pile  at  head,  sill 
and  jamb.  Interlocker  weatherstrip  shall  be  composed 
of  one  wool  pile  strip  and  one  neoprene  closure. 
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4.  PULLS  AND  LATCHES  All  windows  shall  be  i 
equipped  with  Arcadia  pull  and  self-latch  bolt  for  ; 
easy  and  positive  closing. 

5.  GLAZING  All  windows  shall  be  equipped  with  '■ 
interior  snap-on  glazing  stops 

6.  FINISH  All  aluminum  parts  of  window  shall  receive 
a  satin  finish  Alumilite  coating  according  to  Aluminum 
Company  of  American  Specification  204-Rl. 

SCREENS  Window  screens,  where  ordered,  shall  be 
of  rigid  rolled  aluminum  frames  and  wired  with  14  x 
18  gauge  Fiberglas  mesh.  Window  screens  shall  cover  " 
the  vented  portion  of  the  window  and  be  supplied 
with  cam-action  latches  to  provide  easy  removal  from  # 
the  inside.  Screen  shall  receive  a  satin  Alumilite  finish  ‘ft 
according  to  Aluminum  Company  of  America  Speci-  ^ 
fication  204-Rl .  * 


I 


i 
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SLIDING  GLASS  WINDOWS 


501-X0 


STOCK  TYPES  and  SIZES 

CONTINUOUS  HEAD  AND  SILl 


501 -OX 


501-X02X 


501-0XX0 


WIDTH  X  HEIGHT 
(Inches) 

SHIPPING  WEIGHT 
(Pounds) 

WIDTH  X  HEIGHT 
(Inches) 

SHIPPING  WEIGHT 
(Pounds) 

36  X 

24 

16 

36  X 

36 

21 

72  X 

36 

34 

36  X 

48 

26 

72  X 

48 

40 

X 

CO 

24 

21 

96  X 

24 

35 

X 

00 

36 

25 

96  X 

36 

41 

is. 

GO 

X 

48 

29 

96  X 

48 

48 

60  X 

48 
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CUSTOM  TYPES  and  SIZES 

CONTINUOUS  HEAD  AND  SILL 


Custom  sizes  of  the  types  listed  above  are  manufac¬ 
tured  to  order.  In  addition  the  following  custom  types 
are  available. 


501-0  501-0LX0  501-0XR0  501 -XOO  501 -OOX 

(Fixed) 

When  ordering  either  stock  or  custom  units  specify 
series,  type,  glazing  kit,  size  and  whether  the  unit 
should  be  shipped  KD  or  assembled. 


h 


SIZE  LIMITS 

Units  of  any  size  within  the  following  limits  are 


available: 

Height,  Max.  Exposed  Locations .  60" 

Protected  Courtyards,  etc .  66" 

Width,  Max. 

Type  0  .  96" 

OX,  XO  .  96" 

XOO,  OLXO . - . 144" 

OOX,  OXRO . . 144" 

X02X,OXXO . - . 192" 

Sliding  Panel  Width,  Max... .  48" 

Sliding  Panel  Height 

to  Width  Patio .  3:1 


Note:  Recommended  Rough  Opening:  V2''  over 
Window  Size. 


addition,  Mission  Valley  Inn,  San  Diego,  (Calif.). 
They  give  an  impression  of  spaciousness  and  do 
not  impede  movement  on  the  outside  balcony. 


ARCHITECT:  Richard  Wheeler,  A.l.A. 
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I  SLIDING  GLASS  WINDOWS 


STANDARDS,  OPTIONS  AND  ACCESSORIES 

Several  options  are  available  for  Series  501  Windows.  Note 
that  for  each  group  one  option  is  normally  designated  stand¬ 
ard.  Standards  are  supplied  except  when  options  are  clearly 
specified. 

GLA  ING  "IT 

Four  different  glazing  kits  consisting  of  e,\truded  aluminum  glass 
mould  and  glazing  tape  for  different  glass  thicknesses  are 
available; 

Glazing  Kit  (for  Glass) 

%  Glazing  Kit  (for  Yd'  or  Glass) 

Glazing  Kit  ( for  or  Glass ) 

Yi  Glazing  Kit  (for  Glass) 

Specify  the  kit  desired  by  showing  the  fractional  glass  size  fol¬ 
lowing  the  window  type  designation.  For  example:  501-0X-)f4. 
The  size  glazing  kit  must  be  specified. 

Note:  According  to  FHA  Standards,  single  panes  of  glass  with 
area  exceeding  16  square  feet  must  have  %  glass  or 
heavier. 


Windows  are  furnished  with  extruded  aluminum  nailing  fin  for 
fastening  the  window  in  the  framed  opening.  However,  screw 
mounting  provisions  are  optional  and  will  be  supplied  instead 
of  nailing  fins  when  the  order  specifies:  “W/SGREW  MOUNT¬ 
ING  PROVISIONS.”  For  this  option  the  head,  sill  and  jambs 
are  drilled  and  mounting  screws  are  furnished. 

•  'OINING  KIT 

Since  nailing  fins  are  furnished  as  standard  instead  of  screw 
mounting  provisions,  the  windows  can  not  be  joined  by  means 
of  a  Jamb  Joining  Kit  without  special  drilling  and  countersinking 
the  jambs.  This  may  be  done  in  the  field  or  factory.  The  factory 
will  drill  and  countersink  the  jambs  when  the  order  indicates 
which  jamb  of  each  unit  is  to  be  drilled,  e.g.,  “Drill  Fixed  Jamb 
for  Joining”  or  “Drill  Locking  Jamb  for  Joining.”  For  Type  0 
(Fixed)  units,  indicate  which  jamb,  left  or  right,  viewing  the 
unit  from  outside.  The  Jamb  Joining  Kit  includes  extruded 
aluminum  cover  plate  ( Alumilite  finish )  together  with  the 
necessary  screws  and  binding  posts. 

Order  Description:  501  Ml  JAMB  KIT  (height  of  mating 
windows ) . 

Extra  horizontal  or  vertical  muntins  are  optional.  Location  of 
extra  muntins  must  be  clearly  indicated  by  note  or  sketch. 
Diagonal  muntins  may  be  quoted  only  by  the  factory. 


The  standard  finish  for  aluminum  sliding  windows  is  satin 
Alumilite  per  ALCOA  Specification  204-Rl.  Other  finishes  are 
quoted  only  by  the  factory. 
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packagin-  and  shipping 

Windows  are  shipped  assembled  or  knocked  down  in  cartons,  as 
specified  in  the  order.  Order  must  indicate  either  “KD”  or  “AS¬ 
SEMBLED,”  whichever  is  desired. 


GENERAL: 


SC:.A£iNS 


Screens  must  be  ordered  as  a  separate  item.  Model  501B22  fixed 
screens  with  rolled  aluminum  frames  are  applicable  to  all  win¬ 
dow  types. 


Order  Description:  501B22  SCREENS  FOR  ITEM _ 

SCREEN  MESH: 

Gray  Fiberglas  Mesh  (14  x  18)  is  standard.  Aluminum  Wire 
Mesh  (14  X  16)  is  optional.  Specify;  AL  WIRE  MESH. 

MUNTINS 

Screens  over  72"  wide  are  supplied  with  one  vertical  muntin  on 
centerline.  Screens  over  66"  but  less  than  72"  are  supplied  with 
one  vertical  reinforcing  brace  on  centerline  when  Fiberglas  mesh 
is  furnished.  Extra  horizontal  or  vertical  muntins  for  any  window 
type  are  optional.  Exact  location  of  extra  muntins  must  be 
specified. 

FINISH: 


Standard  finish  is  satin  Alumilite  per  ALCOA  204-Rl. 

PACKAGING  AND  SHl.-i  ING; 

Window  screens,  when  ordered,  are  shipped  in  the  same  package 
with  assembled  windows.  When  windows  are  ordered  KD,-, 
screens  are  shipped  in  separate  cartons. 


Windows  move  at  the  touch  of  a  finger, 
rolling  on  silent  nylon  bearings. 


TRANSOMS  ■ 

Rectangular  Transoms  and  Transoms  with  sloping  -'1 
heads  are  made  to  order.  Rectangular  Transoms  j 
larger  than  96x24  or  72x42,  and  all  Transoms 
with  sloping  heads,  require  special  design  or  re- 
inforcement  and  are  quoted  only  by  the  factory.  ^ 

r 

All  transom  lights  are  fixed.  The  number  of  lights 
in  the  transom  and  mating  window  are  equal  un-  > 
less  otherwise  specified.  The  standards  and  options  Jt 
for  glazing  kits,  etc.,  are  the  same  as  for  windows, 

Order  Description:  501T4-(“)  TRANSOM  FOR  J 
ITEM _  ( height ) _ J 

*  Indicate  glazing  kit,  description  of  mating  win¬ 
dow,  and  height  of  transom. 

- 

■ 

POST  KITS 

Post  Kits  consist  of  aluminum  posts '  with  bearing  , 
plates  welded  in  place,  Alumilited  cover  plates, 
plus  the  necessary  attaching  fasteners.  Screws  (#10 
Flat  Head)  to  fasten  the  bearing  plates  to  the 
building  are  not  furnished. 

Order  Description; 

501P90  90°  POST  KIT  ( height )“ 
501P91  180°  POST  KIT  (height)* 

“Specified  height  should  be  Y"  greater  than  the  ^ 
height  of  adjacent  Series  501  Windows,  or  Y"  J 
greater  than  the  combined  height  of  window  and 
transom. 

Note:  Jambs  of  adjacent  windows  must  be  drilled 
to  match  the  post  kit  the  same  as  if  Jamb 
Joining  Kit  were  being  used.  See  “Jamb 
Joining  Kit” 


DISTRIBUTORS  OF  ARCADIA  METAL  PRODUCTS 


ALABAMA 

SHEARER  &  RAYFORD.,  2504  Old  Shell  Rd.,  P.O.  Drawer  E,  Crichton  Station, 
Mobile  3 

THAMES  LUMBER  &  MFC.  CO.,  1560  Jean  St.,  P.O.  Box  6068,  Montgomery 

ARIZONA 

HASKELL-THOMAS,  INC.,  3808  N.  Central  Ave.,  Phoenix 

ARKANSAS 

NEVIL  C.  WITHROW  CO.,  INC.,  1401  Cantrell  Rd.,  P.O.  Box  3297,  Little  Rock 

CALIFORNIA 

ARCADIA  METAL  PRODUCTS,  932  American  St.,  San  Carlos 
CALIFORNIA  GLASS  CO.,  3441  Mt.  Diablo  Blvd.,  Lafayette 
CARMEL  COLOR  &  GLASS  CO.,  3rd  &  Junipero,  P.O.  Box  386,  Carmel 
CROWE  GLASS  CO.,  675  Golden  Gate  Ave.,  San  Francisco  2 
CROWE  GUSS  CO.,  40  Woodland  Ave.,  San  Rafael 

DEL  PASO  GLASS  CO.,  1200  Arden  Way,  P.O.  Box  3504,  North  Sacramento 
DURABLE  BUILDING  PRODUCTS  CO.,  P.O.  Box  667,  Apple  Valley 
FITZGERALD  GLASS  &  WINDOW  SALES,  Box  87,  Redding 
HOGAN  WHOLESALE  BLDG.  MATERIAL  CO.,  700  Sixth  Ave.,  Oakland  4 
KENDALL-ADDINGTON,  INC.,  265  Divisadero,  Fresno  6 
KENDALL-ADDINGTON,  INC.,  6332  Elvas  Ave.,  Sacramento 

Los  Angeles  Area  Contact;  ARCADIA  METAL  PRODUCTS,  801  So.  Acacia  Ave., 
Fullerton 

DAVID  G.  LOWREY,  1325  North  Helen  Ave.,  Ontario 
McLEOD  GLASS  CO.,  1495  El  Camino  Real,  Mountain  View 
SAN  DIEGO  GLASS  &  PAINT  CO.,  1827  Main  St.,  P.O.  Box  991,  San  Diego  12 
SAN  RAFAEL  GLASS  &  PAINT  CO.,  1115  Third  St.,  San  Rafael 
G.  H.  SLACK  &  SON,  INC.,  231  Sonora  St.,  P.O.  Box  3156,  Bakersfield 
UNITED  LUMBER  YARDS,  430  Tenth  St.,  P.O.  Box  731,  Modesto 
U.  S.  WHOLESALE  SUPPLY  CO.,  U.  S.  Highway  99  at  Hatch  Rd.,  P.O.  Box  643, 
Modesto 

WESTERN  BUILDERS,  2208  Fourth  St.,  San  Rafael 

WESTERN  BUILDERS,  1121  -  13th  St.,  P.O.  Box  458,  Santa  Rosa 

COLORADO 

CHARLES  L.  BINNA,  P.O.  Box  211,  Littleton 

BUILDERS’  SERVICE  BUREAU,  INC.,  1221  Bannock  St.,  Denver  4 

CONNECTICUT 


MISSOURI  —  Continued 

KENNEDY  BRICK  &  STEEL  CO.,  327  Boonville  Ave.,  Springfield 
WILLIAM  E.  PETERSON  CO.,  17  Hilliard  Rd.,  St.  Louis  22 

MONTANA 

BUILDING  SPECIALTIES  CO.,  629  Central  Ave.,  P.O.  Box  1218,  Billings 

NEBRASKA 

MACDEAN’S,  612  No.  Dewey  St.,  North  Platte 
R.  L.  WHITE  CO.,  824  "0”  St.,  Lincoln 

NEVADA 

HOME  LUMBER  &  SUPPLY  CO.,  275  Ralston  St.,  Reno 

M  &  T  BUILDERS  SUPPLY  CO.,  311  W.  Bonanza  Rd.,  P.O.  Box  1188,  Las  Vegas 

NEW  JERSEY 

WINNER-WHELAN  CORP.,  50  Brooks  St.,  P.O.  Box  2175,  Trenton 
WINNER-WHELAN  CORP.,  1612  Latimer  St.,  Philadelphia 

NEW  MEXICO 

RIO  GRANDE  STEEL  PRODUCTS  CO.,  1710  Sixth  St.,  N.W.,  P.O.  Box  477, 
Albuquerque 

NEW  YORK 

THE  MAURER  CO.,  INC.,  31  Richmond  St.,  Rochester  7 

PELLA  PRODUCTS  CORP.,  439  Hawley  Ave.,  Syracuse  10 

SUPERIOR  BUILDING  MATERIALS  CO.,  1914  Washington  St.,  Jamestown 

NORTH  CAROLINA 

ATLANTIC  GLASS  CO.,  P.O.  Box  205,  Wilmington 
CAROLINA  BUILDERS  CORP.,  217  No.  Dawson  St.,  Raleigh 
DURHAM  BUILDERS'  SUPPLY,  INC.,  Milton  Ave.  at  W.  Main  St.,  P.O.  Box  426, 
Durham 

WILLIAM  H.  EUCHNER,  1810  Glenn  Ave.,  P.O.  Box  6128,  Raleigh 
HIGHLAND  BUILDERS  SUPPLY,  INC.,  So.  Stratford  Rd.  &  Knollwood, 
Winston-Salem 

H  &  S  LUMBER,  520  Down  Rd.,  Charlotte 
MITCHELL'S  CARPENTER  SHOP,  Route  1,  Morehead  City 

SCARBOROUGH  BUILDERS  SUPPLY  CO.,  Fayetteville  Rd.,  P.O.  Drawer  191, 
Lumberton 

NORTH  DAKOTA 


HARDWARE  SALES  CO.,  INC.,  110  Post  Rd.,  Darien 

DELAWARE 

BUILDING  EQUIPMENT  CO.,  1900  Market  St.,  Wilmington 

DISTRICT  OF  COLUMBIA 

JAMES  A.  CASSIDY  CO.,  INC.,  8th  &  Lawrence  Sts.,  N.E.,  Washington  17 

FLORIDA 

ACOUSTI  ENGINEERING  CO.  OF  FLA.,  101  Copeland  St.,  Jacksonville 
ACOUSTI  ENGINEERING  CO.  OF  FLA.,  1616  Sligh  Blvd.,  Orlando 
ACOUSTI  ENGINEERING  CO.  OF  FLA.,  1501  Second  Ave.,  Tampa 
ARCADIA  METAL  PRODUCTS,  3759  N.W.  79th  St.,  Miami  47 
NILSEN  GLASS  CO.,  INC.,  959  N.  Lime,  Sarasota 
SPRINGS  GLASS  CO.,  3416  E.  Columbus  Dr.,  Tampa 

GEORGIA 

GILSTEEL,  INC.,  319  Walker  St.,  S.W.,  Atlanta  3 

SCHIRM  SUPPLY  &  SPECIALTY  CO.,  2007  E.  Waldburg  St.,  Savannah 

ILLINOIS 

THE  ROBERT  ARNOLD  CO.,  3420  West  Irving  Park  Rd.,  Chicago  18 
H.  E.  LAUTERBACH,  5800  So.  Adams,  Bartonville  7 
PELLA  ROLSCREEN  CO.,  520  -  24th  St.,  Rock  Island 

INOIANA 

CINDER  BLOCK  8.  MATERIAL  CO.,  2200  Montcalm  St.,  Indianapolis  23 
LENSING  WHOLESALE,  INC.,  600  No.  Sixth  Ave.,  P.O.  Box  694,  Evansville  3 
OHIO  PLATE  GLASS  CO.,  415  E.  Wallace  St.,  Fort  Wayne  4 
STANDARD  EQUIPMENT  &  SUPPLY  CO.,  BUILDERS’  HARDWARE  &  SPECIALTY 
DIV.,  5020  Hohman  St.,  Hammond 

IOWA 

J.  E.  HAMMER  CO.,  305  -  11th  St.,  Des  Moines 

PARK  PAINT  &  GLASS  CO.,  225  W.  Fourth  St.,  Waterloo 

EUGENE  F.  WILSEY  CO.,  2500  Dace  St.,  P.O.  Box  924,  Sioux  City 

KANSAS 

CHESTER  L.  ANDERSON  CO.,  INC.,  700  So.  Emporia,  P.O.  Box  2254,  Wichita  11 

KENTUCKY 

SCHNEIDER  BUILDING  PRODUCTS,  2345  Frankfort  Ave.,  Louisville 

LOUISIANA 

ALUMAGUSS  BLDG.  PRODUCTS,  INC.,  739  So.  Clark  St.,  P.O.  Box  7037,  New 
Orleans  19 

HAROLD  LIPPER  CO.,  253  Agurs  St.,  P.O.  Box  7035,  Shreveport  4 

MAINE 

SOULE  GLASS  &  PAINT  CO.,  137  Preble  St.,  Portland  3 

MARYLAND 

PHIL  DIETERICH,  7727  Old  Chester  Rd.,  Bethesda  14 
FRIEL  LUMBER  CO.,  Queenstown 


PELLA  PRODUCTS,  16  So.  8th  St.,  Fargo 

OHIO 

DURBROW-OTTE  ASSOCIATES,  INC.,  1426  Clay  St.,  Cincinnati  10 
MILLS  METAL  PARTITIONS  CO.,  7500  Euclid  Ave.,  Cleveland  3 
OHIO  PLATE  GLASS  CO.,  960  Kinnear  Rd.,  Columbus 
OHIO  PLATE  GLASS  CO.,  555  Gaddis  Blvd.,  Dayton  3 
OHIO  PLATE  GLASS  CO.,  305  Morris  St.,  Toledo  4 
ALVAN  TALLMADGE  CO.,  624  Harmon  Ave.,  Columbus  23 

OKLAHOMA 

MURRAY  R.  WOMBLE  CO.,  121  N.E.  26th  St.,  Box  3323,  State  Capitol  Station, 
Oklahoma  City  5 

MURRAY  R.  WOMBLE  CO.,  216  E.  16th  St.,  Tulsa 

OREGON 

MERCER  STEEL  CO.,  INC.,  2636  N.W.  26th  Ave.,  Portland  10 
MERCER  STEEL  CO.,  INC.,  Ill  No.  Cleveland,  Eugene 

PENNSYLVANIA 

BUILDING  SPECIALTIES  CO.,  951  Century  Building,  Pittsburgh  22 

RHODE  ISLAND 

SUPERIOR  GLASS  CO.,  56  Charles  St.,  Providence 

SOUTH  CAROLINA 

ROSS  BUILDERS  SUPPLIES,  INC.,  ENGINEERED  SALES  DIVISION,  227  Pendleton 
St.,  P.O.  Box  2265,  Greenville 
CHAPIN  CO.,  P.O.  Box  37,  Myrtle  Beach 

SOUTH  DAKOTA 

BUILDING  MATERIAL  DISTRIBUTORS,  820  Rapid  St.,  P.O.  Box  791,  Rapid  City 

TENNESSEE 

DYKE  GLASS  &  PAINT  CO.,  300  E.  H.  Crump  Blvd.,  Memphis 

DYKE  GLASS  &  PAINT  CO.,  625  East  Main,  Chattanooga 

DON  MONFORT,  2240  York,  Memphis 

HOLSTON  GLASS  CO.,  545  E.  Main  St.,  Kingsport 

SCHUBERT  LUMBER  CO.,  1400  Washington  Ave.,  Knoxville 

TENNESSEE  GLASS  CO.,  621  Murfreesboro  Rd.,  P.O.  Box  7166,  Nashville 

TEXAS 

BOOKER  BUILDING  PRODUCTS,  1817  Magoffin  Ave.,  P.O.  Box  1541,  El  Paso 
BUIE  BUILDING  MATERIALS  CO.,  7400  Washington  Ave.,  P.O.  Box  13215, 
Houston  19 

SAMUEL  A.  ELLSBERRY  CO.,  3136  Routh  St.,  P.O.  Box  6248,  Dallas  4 
SAMUEL  A.  ELLSBERRY  CO.,  2831  Crockett  St.,  Fort  Worth 
JENKINS  BRICK  &  SUPPLY  CO.,  820  W.  Sixth  Ave.,  Amariilo 
L.  B.  SHIFFLETT  CO.,  407  No.  Lamar,  Austin  3 

WESTERN  BRICK  &  SUPPLY  CO.,  INC.,  410  -  34th  St.,  P.O.  Box  414,  Lubbock 
TYLER  MIRROR  &  GLASS  CO.,  113  So.  Beckham,  Tyler 
HERB  WINSTEAD,  Route  2,  Box  8,  Trinity 

UTAH 


MASSACHUSETTS 

J.  L.  CHANDLER  CO.,  INC.,  577  Union  St.,  P.O.  Box  54,  West  Springfield 
JOHN  DEAN,  INC.,  56  McDonald  St.,  P.O.  Box  26,  Readville  37 
B.  F.  MARSH  CO.,  25  Crescent  St.,  Worcester 

MICHIGAN 

BATEMAN-EADES  CO.,  14395  Fenton  Rd.,  Fenton 
OHIO  PLATE  GLASS  CO.,  6401  Strong  Ave.,  Detroit  11 
OHIO  PLATE  GLASS  CO.,  1017  Chippewa  St.,  Flint  1 
OHIO  PLATE  GLASS  CO.,  520  E.  Front  St.,  Traverse  City 

MINNESOTA 

PELLA  PRODUCTS,  929  So.  Washington  Ave.,  Minneapolis  15 

MISSISSIPPI 

THRASHER  CO.,  148  Millsaps  Ave.,  P.O.  Box  4477,  Jackson 

MISSOURI 

CARL  L.  BAILEY  &  ASSOC.,  801  Independence,  P.O.  Box  7058,  Kansas  City 
BROADWAY  SUPPLY  CO.,  INC.,  7421  Broadway,  Kansas  City  14 
BUILDERS’  HWD.  &  SPECIALTIES  CO.,  10412  Manchester,  St.  Louis  22 


ASSOCIATED  SPECIALTIES  CO.,  203  Greyhound  Terminal  Bldg.,  Salt  Lake  City  1 

VIRGINIA 

J.  S.  ARCHER  CO.,  1103  E.  Main  St.,  Richmond  19 

WASHINGTON 

CLYDE  P.  KEELER,  5048  Ivanhoe  PI.,  N.E.,  P.O.  Box  61,  University  Station, 
Seattle  5 

BAYVIEW  DISTRIBUTING  CO.,  INC.,  129  First  Ave.,  West,  Seattle  99 
PELLA  PRODUCTS,  West  319  Boone,  P.O.  Box  1085,  Spokane 

OVERSEAS 

OVERSEAS  OPERATIONS,  LTD.,  354  So.  Spring  St.,  Los  Angeles  13,  Calif. 

CANAOA 

NORTH  WESTERN  SUPPLY  CO.,  LTD.,  833  River  Rd.,  Richmond,  Vancouver,  B.C. 
PRICE  AGENCIES,  LTD.,  6282  St.  Lawrence  Blvd.,  Montreal  10,  Quebec 

HAWAII 

AMERICAN  FACTORS,  LTD.,  P.O.  Box  3230,  Honolulu  1 
FENWAII  MFG.  CO.,  LTD.,  1157  Hopaka  St.,  Honolulu  14 


ARCADIA  METAL  PRODUCTS 

801  South  Acacia  Avenue  •  Fullerton,  California  •  LAmhert  5-0291 
national  member  of  Producers’  Council,  Inc.  and  National  Association  of  Home  Builders 
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